
VERIOM QUALITY PLUS

parameter standard unit dimension

grammage ISO 536 g/m2 80 +/- 3

thickness ISO 534 µm 106 +/- 3

Dimensions ISO 534 1,32

moisture content ISO 287 % 4,3 +/- 0,7

roughness ISO 8791 Bendtsen ml/min 200 +/- 50

whitness ISO 11457 CIE 153 +/- 3

brightness D65 ISO 2470-2 % 107 +/- 2

opacity ISO 2471 % 93 + 2 /- 1

stiffness MD ISO 2493 mN 110 +/- 15

stiffness CD ISO 2493 mN 55 +/- 15

high whiteness, woodfree, frosted, very good opacity, high volume, high aging 
resistance, EU Ecolabel and ColorLock certified.

Unbeatable running properties as well as good sorting and duplex behavior.

Optimum further processing, high stability, less device contamination, less toner 
consumption, fewer bad copies.

Paper, inkjet printing paper, copier paper, laser printing paper, fax paper,  
Reports, memos, correspondence.

ISO 9706
aging resistance oermanent 
paper, long life archivable

www.yourgreenmix.com

references:
The product is manufactured taking into account the requirements of DIN EN 12281
Product made from ECF pulp
ISO 45001 - health and safety

TECHNICAL
DATA SHEET

The production facilities 
work according to the  
following Standards:


